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TALOG CESKYCH ELEKTROCENTRAL
CATALOGUE CZECH POWER GENERATORS
KATAJ1OI YELLUCKIX 3J'IEKTPOCTAHLI,VII7I

MED-CAT29



ARCTOS
)

zovém a obdobném nasazeni.

&

emergency and other cases.

L2

ELECTRIC

CESKY / ENGLISH / PYCCKWI1

Vykon alternatoru [kVA]
Electric power [kVA] / 3n. mowHocTb [KBA]

Jmenovity proud

Current [A] / Tok [A]

Jmenovité napéti [V] / kmitocet [Hz]

Voltage [V] / frequency [Hz] - Hanpsixerue [B] /uacToTa [I'u]

Vykonova charakteristika -tfida / Performance characteristics - class -
CrabunbHocTb HanpsbkeHus [ TTX - knacc

Regulace napéti
Voltage regulation / Perynsuns HanpsbkeHus

Motor typ H (HONDA)

Engine type H (HONDA) / Tun motopa H (HONDA)

Zdvihovy objem [cm?3]

Displacement [cm?] / O6bem [cm*]

Max. vykon motoru @3600 ot/min [kW (HP)]

Max engine power @3600 rpm [kW (HP)] - MowHocTb [kBT (n.c.)]

Objem palivové nadrze [I]

Fuel tank volume [I] / TonnuBHbIi 6ak [n]

Spotreba paliva (P = 75% Pn) orientacni [I/hod] Fuel consumption (P
= 75% Pn) indicative [LPH] / Pacxoa Tonnuea [n / Yac]

Motor typ V (VANGUARD), B (BRIGGS)

Engine type V (VANGUARD)/Tun motopa V (VANGUARD), B (BRIGGS)

Zdvihovy objem [cm3]

Displacement [cm?] / Obbem [cm®]

Max. vykon motoru @3600 ot/min [kW (HP)]

Max engine power @3600 rpm [kW (HP)] - MowHocTb [kBT (n.c.)]

Objem palivové nadrze [I]

Fuel tank volume [1] / TonnueHbIi 6ak []

Spotieba paliva (P = 75% Pn) orientacni [I/hod] Fuel consumption (P
= 75% Pn) indicative [LPH] / Pacxoa Tonnuea [n / yac]

Startovani
Starting / CrapTep

Hluénost (A) [dB]
Noise level (A) [dB] / YpoBeHb wyma [4B]

Palivo
Fuel / Tonnmeo

Stupeii ochrany krytem (€SN EN 60529)
IP code / Knacc 3awmTbl

Nadproudova ochrana

Thermal current protection 1F / Tepmuyeckas 3awmra 10
Rozméry DxSxV [mm]

Dimensions LxWxH [mm] / Pa3mepbl AXLLUXB [MM]

Zasuvky 230V 16A / 32A
Plugs 1F / Pozetkn 1 ¢

Hmotnost - sucha [kg
Weight [kg] / MpecHocyxon Bec [kr]

Profesionalni jednofazové elektrocentraly pro aplikace v na-
ro¢nych provozech, ve vystavbé, havarijnim, nouzovém, kri-

Professional single phase power generators designed for
applications in difficult operation conditions, civil engineering,

MpodeccroHanbHble oaHodasHble 6eH30reHepaTopbl
pa3paboTaHbl ANs NPUMEHEHUS B TSXKENbIX YCIOBUSX, B
CTPOUTENbCTBE,aBaPUNHBIX Y KPU3UCHBIX CUTYaLMSIX.

-

[BRIGGS s STRATTON |

3000 H CCL
3000 B CCL
3,0
13
230/ 50

Gl

AF
GX200
196
4,1 (5,5)
3,1
i3
XR 950 (130G3)
208
4,9 (6,5)
il
1,6
-

96

BRIGGS & STRATTO

COMMERCIAL POWER

3500 H AVR
3500 B AVR
3,5
15,2
230/ 50
Gl
AR
GX200
196
4,1 (5,5)
31
1,4
XR 950 (130G3)
208
4,9 (6,5)
31
1,6
¥

96

5000 H CCL
5000 B CCL
5
21,7
230/ 50

Gl

4
GX270
270
6,0 (8,0)
53

2,2

XR 1450 (19N13)

306
7,5 (10,0)

53

v, 4

96

POWERED by

HONDA.

5000 H AVR
5000 B AVR
4,5
19,6
230/ 50
Gl
AR
GX270
270
6,0 (8,0)
53
2,2
XR 1450 (19N13)
306
7,5 (10,0)

53

v, 4

96

bezolovnaty benzin / unleaded petrol / HeaTUNMPOBAHHbII BGeH3NH 91+

IP23MM

H

600x460x475
2/0

44

IP23MM
w

600x460x475
2/0

46

IP23MM

H

695x510x577
2/0

62/74

IP23MM
/]

695x510x577
2/0

64/77



ARCTOS

Volitelné prislusenstvi:
indikace napéti, pocitadlo motohodin, elektricky start, podvozek, nere-

zovy ram, kapotaz, elektricky panel, zalohovaci automatika, katalyzator.

Optional accessories:
voltage indication, hour counter, electric start, stainless steel frame,
chassis, bonnet, distribution board, automatic start panel, catalyst

@

N3bupartenbHoe o6opyaoBaHue:

VHOVKaLWS HanpsiKeHWs!, CYETYMK MOTOYACOB, 3J1. CTapTep, pama U3
HepKaBetoLLeil CTanu, Laccu, KanoTMpoBaHUE, SMEKTPOLLMT, aBToMaTuka
cTapTa, katanusarop.

L)

Automaticka regulace napéti-reguluje kvalitu vystupniho napéti,
umoznuje bez nebezpedi pripojit i elektroniku
Automatic voltage regulation / ABToMaTyeckunii KOHTPOMb HaMpPsHXKEeHUs!

Kapacitni regulace napéti 5
Capacitive voltage regulation / EMKOCTHOI KOHTPOMb HanpsikeHus

3

=5
T

Kompaundni regulace napéti
Compound voltage regulation / KomnayHAHbI KOHTPOMNb HaNPshXXeHNs

#

Ruéni startovani
Manual start / Py4Hoin ctaptep

<E]

CESKY / ENGLISH / PYCCKWIA

Vykon alternatoru [kVA]
Electric power [kVA] / 3n. MowHocTb [KBA]

Jmenovity proud

Current [A] / Tok [A]

Jmenovité napéti [V] / kmitocet [Hz]

Voltage [V] / frequency [Hz] - Hanpsixenue [B] /uacToTa [I'u]

Vykonova charakteristika -tfida / Performance characteristics - class - CTabunbHOCTb
HanpsbxeHuns / TTX - knacc

Regulace napéti
Voltage regulation / Perynsuns HanpspkeHus

Motor typ H (HONDA)

Engine type H (HONDA) / Tun motopa H (HONDA)

Zdvihovy objem [cm?]

Displacement [cm?®] / ObbeM [cv’]

Max. vykon motoru @3600 ot/min [kW (HP)]

Max engine power @3600 rpm [kW (HP)] - MowHocTb [KBT (n.c.)]

Objem palivové nadrze [1]

Fuel tank volume [I] / TonnusHbIit 6ak [11]

Spotieba paliva (P = 75% Pn) orientacni [1/hod] Fuel consumption (P = 75% Pn)
indicative [LPH] / Pacxoa Tonnmea [ / yac]

Motor typ V (VANGUARD), B (BRIGGS)

Engine type V (VANGUARD)/Tun motopa V (VANGUARD), B (BRIGGS)

Zdvihovy objem [cm?]

Displacement [cm?] / ObbeM [cm*]

Max. vykon motoru @3600 ot/min [kW (HP)]

Max engine power @3600 rpm [kW (HP)] - MowHocTb [KBT (n.c.)]

Objem palivové nadrze [1]

Fuel tank volume [I] / TonnusHbIit 6ak [1]

Spotreba paliva (P = 75% Pn) orientacni [1/hod] Fuel consumption (P = 75% Pn)
indicative [LPH] / Pacxoa Tonnmea [/ yac]

Startovani
Starting / Craptep

Hluénost (A) [dB]
Noise level (A) [dB] / YpoBeHb wyma [4F]

Palivo
Fuel / Tonnuso

Stupeii ochrany krytem (€SN EN 60529)
IP code / Knacc 3awuTbl

Nadproudova ochrana

Thermal current protection 1F / Tepmuueckas 3awmta 10
Rozméry DxSxV [mm]

Dimensions LxWxH [mm] / Pa3mepbl AXLUXB [MM]

Zasuvky 230V 16A / 32A
Plugs 1F / PozeTtku 1 ¢

Hmotnost - sucha [kg
Weight [kg] / MpecHocyxon Bec [Kr]

XSRS

5000 H
CCL (iGX) AVR (iGX)

ANO
Yes / fa

NE
Not / Het

5000 H

5 4,5
21,7 19,6
230/ 50

Gl

iGX270
270

6,3 (8,4)
53

2,2

f

96

Elektrické startovani
Electric start / Onektpuyeckuii ctaptep

8000 H CCL

8000 B CCL

26,1
230/ 50

Gl

qF
GX390

389

8,2 (11,0)
6,1
2,7

XR 2100 (25T23)

420

10,1(13,5)

6,6

i

96

8000 H
CCL (iGX) AVR (iGX)

8000 H

6,4 6,0
26,1
230/ 50

Gl

iGX390
389

8,7 (11,7)
6,1

2,7

f

96

bezolovnaty benzin / unleaded petrol / HeaTUNMPOBaHHbIA BeH3NH 91+

IP23MM
"

695x510x577
2/0

74

IP23MM
/]

800x564x577
2/0

77/92

IP23MM
"

800x564x577
2/0

95



ARCTOS

G Profesionalni jednofazové elektrocentraly pro aplikace v na-
ro¢nych provozech, ve vystavbé, havarijnim, nouzovém, kri-
zovém a obdobném nasazeni.

% Professional single phase power generators designed for ap-
plications in difficult operation conditions, civil engineering,
emergency and other cases.

G MpodeccroHanbHble 0HOMa3HbIe 6EH30reHepaTopbI
pa3paboTaHbl ANst NPUMEHEHUSA B TSXKENbIX YCIIOBUSAX, B
CTPOVTENbCTBE,aBapUNHBIX Y KPU3UCHBIX CUTyaLIMSIX.

_— ]
EINZ .. 2. o) |
| BRIGGS&STRMTON 1 BRIGGS & STRATTON HONDA
ELECTRIC v
h COMMERCIAL POWER
. 8000 H AVR 9000 H CCL
CESKY / ENGLISH / PYCCKUI
soooBavR S0V 8900V go00mcc P99V 2900V

Vykon alternatoru [kVA]
Electric power [kVA] / 3n. mowHocTb [KBA] 6,0 6,0 8,0 8,0
Jmenovity proud
Current [A] / Tok [A] 26,1 261 34,8 34,8
Jmenovité napéti [V] / kmitocet [Hz]
Voltage [V] / frequency [Hz] - Hanpsixenve [B] /uacToTa ['u] 230/50 230/50 230/50 230/50
Vykonova charakteristika -tfida / Performance characteristics - class - Gl Gl Gl Gl
CTabunbHOCTb HanpsixeHus / TTX - knacc
Regulace napéti [ " (o e - ()
Voltage regulation / Perynsuns HanpsbkeHus a— arF s 4k arF i
Motor typ H (HONDA) ) )
Engine type H (HONDA) / Tun motopa H (HONDA) GX390 GX390
Zdvihovy objem [cm?] _ -
Displacement [cm?] / O6bem [c?] 389 389
Max. vykon motoru @3600 ot/min [kW (HP)] _ _
Max engine power @3600 rpm [kW (HP)] - MowHocTb [kBT (n.c.)] 8,2 (11,0) 8,2 (11,0)
Objem palivové nadrze [I] 6.1 _ 6.1 _
Fuel tank volume [I] / TonnnBHbIl 6ak [1] b b
Spotieba paliva (P = 75% Pn) orientacni [I/hod] 28 32
Fuel consumption (P = 75% Pn) indicative [LPH] / Pacxoa Tonnuea [n / yac] 0 !
Motor typ V (VANGUARD), B (BRIGGS)
Engine type V (VANGUARD) / Tun motopa V (VANGUARD), B (BRIGGS) XR 2100 (25T23) e XR 2100 (25T23) e
Zdvihovy objem [cm3]
Displacement [cm?] / Obbem [cm®] 420 408 420 408
Max. vykon motoru @3600 ot/min [kW (HP)]
Max engine power @3600 rpm [kW (HP)] - MowHocTb [kBT (n.c.)] 10,1(13,5) 10,4(14,0) 10,1(13,5) 10,4(14,0)
Objem palivové nadrze [I]
Fuel tank volume [I] / TonnuBHblIi 6ak [11] 6,6 6,1 6,6 6,1
Spotieba paliva (P = 75% Pn) orientacni [I/hod] 30 30 32 32
Fuel consumption (P = 75% Pn) indicative [LPH] / Pacxoa Tonnumea [n / yac] ’ ’ ! !
Startovani | | [ ] | | |
Starting / Craptep W' / é w* / f W' / ’ wf / f
Hluénost (A) [dB]
Noise level (A) [dB] / Yposett wyma [25] 96 96 96 96

Palivo
Fuel / Tonnmeo

Stuperi ochrany krytem (€SN EN 60529)

bezolovnaty benzin / unleaded petrol / HeaTUNMPOBAHHbIN GeH3NH 91+

IP code / Knacc 3awmThi 1P23M 1P23M 1P23M 1P23M
Nadproudova ochrana m [ /] [ /] [ /]
Thermal current protection 1F / Tepmuueckas 3awmra 10 |V o |V vV
Rozméry DxS$xV [mm]

Dimensions LxWxH [mm] / Pa3Mepr ,D,XLUXB [MM] 800x564x577 800x564x577 800x564x577 800x564x577
Zasuvky 230V 16A / 32A

Plugs 1F / PoseTku 1 ¢ 2/0 2/0 1/1 1/1
Hmotnost - sucha [kg 80/92 77/92 88/100 90/102

Weight [kg] / MpecHocyxon Bec [kr]



ARCTOS
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Volitelné prislusenstvi:

Optional accessories:

D

indikace napéti, pocitadlo motohodin, elektricky start, podvozek, nere-
zovy ram, kapotaz, elektricky panel, zalohovaci automatika, katalyzator.

voltage indication, hour counter, electric start, stainless steel frame,

chassis, bonnet, distribution board, automatic start panel, catalyst

M3bupartenbHoe o6opynoBaHme:

L)

VHOVMKaLWS HanpsKeHWs!, CYETYMK MOTOYACOB, 311. CTapTep, pama U3

HepXkaBetoLLeii CTanu, Laccu, KanoTMpoBaHUE, SMEKTPOLLMT, aBToMaTuka

cTapra, katanusarop.

umoznuje bez nebezpedi pripojit i elektroniku

Kapacitni regulace napéti
Kompaundni regulace napéti

Ruéni startovani
Manual start / Py4Hoin ctaptep

kI 1

CESKY / ENGLISH / PYCCKWI

Vykon alternatoru [kVA]
Electric power [kVA] / 9n. MowHocTb [KBA]

Jmenovity proud

Current [A] / Tok [A]

Jmenovité napéti [V] / kmitocet [Hz]

Voltage [V] / frequency [Hz] - Hanpsixenue [B] /uactoTa [I'u]

Vykonova charakteristika -tfida / Performance characteristics
- class - CtabunbHOCTb HanpskeHus / TTX - knacc

Regulace napéti
Voltage regulation / Perynsums HanpsbkeHus

Motor typ H (HONDA)

Engine type H (HONDA) / Tun moTopa H (HONDA)
Zdvihovy objem [cm?]

Displacement [cm?] / Obbem [cm?]

Max. vykon motoru @3600 ot/min [kW (HP)]
Max engine power @3600 rpm [kW (HP)] - MowHocTb [KBT (n.C.)]

Objem palivové nadrze [I]
Fuel tank volume [1] / TonnueHbIi 6ak [1]

Spotieba paliva (P = 75% Pn) orientacni [1/hod] Fuel con-
sumption (P = 75% Pn) indicative [LPH] / Pacxoa Tonnuea [ / yac]

Motor typ V (VANGUARD), B (BRIGGS)

Engine type V (VANGUARD) / Tun moTopa V (VANGUARD), B (BRIGGS)
Zdvihovy objem [cm?]

Displacement [cm?] / Obbem [cm?]

Max. vykon motoru @3600 ot/min [kW (HP)]
Max engine power @3600 rpm [kW (HP)] - MowHocTb [KBT (n.c.)]

Objem palivové nadrze [I]
Fuel tank volume [1] / TonnueHbii 6ak []

Spotieba paliva (P = 75% Pn) orientacni [1/hod] Fuel con-
sumption (P = 75% Pn) indicative [LPH] / Pacxoa Tonnmea [ / yac]

Startovani
Starting / Craptep

Hlucnost (A) [dB]
Noise level (A) [dB] / YposeHb wyma [aB]

Palivo
Fuel / Tonnueo

Stuperi ochrany krytem (CSN EN 60529)
IP code / Knacc 3awuThl

Nadproudova ochrana Thermal current protection 1F /
Tepmuueckas 3awmra 10

Rozméry DxSxV [mm]
Dimensions LxWxH [mm] / Pa3mepbl OXLLUXB [MM]

Zasuvky 230V 16A / 32A
Plugs 1F / Pozetkn 1 ¢

Hmotnost - sucha [kg]
Weight [kg] / MpecHocyxom Bec [kr]

Automaticka regulace napéti-reguluje kvalitu vystupniho napéti,

Automatic voltage regulation / ABToMaTn4ecknin KOHTPOSb HaNPSKEHUs

Capacitive voltage regulation / EMKOCTHOI KOHTPOMb HanpsixeHus

Compound voltage regulation / KomnayHaHbIVi KOHTPOMb HANPSXXeHWs

92000
H CCL
(iGX)

9000
H AVR
(iGX)
8,0
34,8
230/ 50
Gl
n =
iGX390
389
8,7 (11,7)
6,1

3,2

96

XSRS

ANO
Yes / fa
NE
Not / Het
9000 H AVR
sooon 10000 o000 100 saau
8,0 9 10
34,8 39,1 43,5
230/ 50 230/ 50 230/ 50
Gl Gl Gl G2
AR [ laR [ETH Y
GX390 - -
389 - -
8,2 (11,0) 5 -
6,1 - -
3,2
XR 2100 (25T23) V-TWIN 3054 V-Twin 3864
420 479 627
10,1(13,5) 11,9(16,0) 17,2(23,0)
6,6 15 20
3,2 4,1 51
W V¥, 4 "
96 97 97

Elektrické startovani
Electric start / Onekrtpuyeckuii ctaptep

20000 V AVR
18
78,3
230/ 50
G1

AR

V-TWIN 6134
993
26,1(35,0)
34
8,1
4

97

bezolovnaty benzin / unleaded petrol / HeaTunMpoBaHHbI 6eH3nH 91+

1P23M
—

800x564x577
1/1

102

IP23M
=

800x564x577
1/1

86/100

1P23M

m

800x564x680
1/1

105/118

1P23M

m

800x564x680
1/1

124

IP23M
/]

900x730x650
1/2

191



GRIZZLI

Profesionalni tfifazové elektrocentraly pro aplikace v na-
ro¢nych provozech, ve vystavbé, havarijnim, nouzovém,
krizovém a obdobném nasazeni (vybavené doplfikovym
jednofazovym vystupem).

% Professional three phase power generators designed for

applications in difficult operation conditions, civil enginee-
ring, emergency and other cases (with additional 1phase
output).

G MpodeccmoHanbHble TpéxdasHble 6eH30reHepaTopbI

pa3paboTaHbl ANS MPUMEHEHUS B TSHXKENbIX YCII0BUSIX, B
CTPOMTENLCTBE, aBaPUMHBIX M KPU3UCHBIX CUTYyauusx (Ha
KOTOpbIX 060pyA0BaHbl AOMOMHUTESbHbIE 0AHO(A30BbIe

BbIXOAbI).
LINZE > |
* pouze pro export mimo CZ a SK BRIGGS&STRATTON DR BRSD Y. BRIGGS & STRATTO!
* only for export outside CZ and SK e . tj HONDA. ,
* TONbKO ANA 3KCTIOpTa BHe CZ 1 SK ELECTRIC y
COMMERCIAL POWER
5500 H CCL 7000 H CCL 7000 H
. N 5500 H CCL (iGX) 7000 H CCL (i6X) 7000 V CCL AVR+CCL
CESKY / ENGLISH / PYCCKUA 7000 H AVR- 7000 V 7000 B
5500 B ccL 7000BCCL " ey (iGX)  AVR+CCL  AVR+CCL
Vykon alternatoru [kVA]
Electric power [kVA] / 3n. mowHocTb [KBA] 55 55 7,0 7,0 7,0 7,0
Max. zatéz 1x 230V [% P, ]/ Max Load [% P, ]/ Makc.
Harpyska [% P . 60 60 60 60 60 60
Jmenovity proud [A] 7,9 7,9 10,1 10,1 10,1 10,1

Current [A] / Tok [A]

o S/?\?)’/'ﬁ?]nar%igg»{gH'M‘(?‘/}ﬁg‘ngBE)’r{l‘]’/ /Hz] Voltage // frequen-  530,400//50  230/400//50  230/400//50  230/400//50  230/400//50  230/400//50

Vykonova charakteristika -tfida / Performance characteristics -

class - CrabunbHocTb HanpsbxeHus / TTX - knacc Gl Gl Gl Gl Gl Gl
Regulace napéti 3] 3e 28 P
Voltage regulation / Perynsuns HanpsbkeHus 3 ¥ 3 B /. + . i /. + __jn 3
Motor typ H (HONDA) : . i

Engine type H (HONDA) / Tun motopa H (HONDA) GX270 iGX270 GX390 iGX390 GX390
Zdvihovy objem [cm?] B

Displacement [cm?] / Obbem [cm?] 270 270 389 389 389
Max. vykon motoru @3600 ot/min [kW (HP)] _

Max engine power @3600 rpm [KW (HP)] - MowHocTs [KBT (1.c.)] 6,0 (8,0) 6,3 (84) 8,2 (11,0) 8,7 (11,7) 8,2 (11,0)
Objem palivové nadrze [I] _

Fuel tank volume [1] / TonnueHbii 6ak [1] 53 53 6,1 6,1 6,1
Spotieba paliva (P = 75% Pn) orientacni [I/hod] Fuel con- 18 18 27 27 _ 27
sumption (P = 75% Pn) indicative [LPH] / Pacxoa Tonnuea [ / vac] ’ 4 ’ ’ ’
Motor typ V (VANGUARD), B (BRIGGS) XR 1450 : XR 2100 : 400 XR 2100
Engine type / Tun motopa V (VANGUARD), B (BRIGGS) (19N13) (25T23) (25T23)
Zdvihovy objem [cm?] _ _

Displacement [cm?] / O6bem [cm?] 306 420 408 420
Max. vykon motoru @3600 ot/min [kW (HP)] _ _

Max engine power @3600 rpm [kW (HP)] - MowHocTb [kBT (n.c.)] 7,5 (10,0) 10,1(13,5) 10,4(14,0) 10,1(13,5)
Objem palivové nadrze [I] _ _

Fuel tank volume [I] / TonnuBHbIl 6ak [n] 53 6,6 6,1 6,6
Spotieba paliva (P = 75% Pn) orientacni [1/hod] Fuel con- 22 _ 30 _ 29 30
sumption (P = 75% Pn) indicative [LPH] / Pacxoa Tonnuea [ / yac] 4 ! ! !
Startovani | | l | | | ‘ l | |
Starting / Craptep w’ / ’ é w’ / ? f v’ / ! w’ / ’
Hlucnost (A) [dB]

Noise level (A) [dB] / Yposett wyma [a5] 96 96 96 96 96 96
FS{!E‘;OTonnMBo bezolovnaty benzin / unleaded petrol / He3TUNMPOBaHHbIN BeH3nH 91+

Stuperi ochrany krytem (CSN EN 60529)

1P code / Knacc 3autsi 1P23M 1P23M 1P23M IP23M IP23M IP23M
Nadproudova ochrana / Thermal current protection / [ /] [ /] [ /]

Tepmuyeckas 3alumuta : (V] : V] V] :
Rozméry DxSxV [mm]

Dimensions LxXWxH [mm] / Paamepsi xLLXB [mm] 695x520x580  695x520x580  800x564x577  800x564x577  800x564x577  800x564x577
Zasuvky 1F: 230V 16 A / 32 A/ Plugs 1F / PoseTku 1 ¢ 1/0 1/0 1/0 1/0 1/0 1/0
Zasuvky 3F: 400V 16 A / 32 A / Plugs 3F / Posetku 3 1/0 1/0 1/0 1/0 1/0 1/0
Hmotnost - sucha [kg] 73/95 95 85/99 99 85/99 90/103

Weight [kg] / NMpecHocyxom Bec [kr]



Volitelné prislusenstvi:
indikace napéti, pocCitadlo motohodin, elektricky start, pod-

vozek, nerezovy ram, kapotaz, elektricky panel, zalohovaci
automatika, vétsi nadrz s palivomérem, katalyzator.

Optional accessories:

% voltage indication, hour counter, electric start, stainless steel fra-
me, chassis, bonnet, distribution board, automatic start panel, big
tank, catalyst.

MN3bupartenbHoe o6opyaoBaHue:

6 VHOMKaLMS HanpskeHWs, CHETYMK MOTOYAcoB, 311. cTapTep, pama
3 HepXaBeHoLLEeN CTanu, Waccu, KanoTMpoBaHe, ANEKTPOLLNT,
aBTOMaTKKa cTapTa, 60MbLLUION pe3epByap, kaTanuaaTop.

Automaticka regulace napéti-reguluje kvalitu vystupniho
AR napéti, umoznuje bez nebezpedi pfipojit i elektroniku

Automatic voltage regulation / ABToMaTnyeckuin KOHTPONb HANPSKEHUSI
;"_ Kapacitni regulace napéti

Capacitive voltage regulation / EMKOCTHOW KOHTPOSb HanpsbkeHus

Elektrické startovani
Electric start / Onektpuyeckuin ctaptep

O

| Kompaundni regulace napéti H
3€ Comgound volta%e regulat?on / KomnayHOHbI KOHTPOMb HaNpshkeHus ’?Q'SO, Na
i
] Ruéni startovani NE * pouze pro export mimo CZ a SK
e TR o craven NG e Rgatt b
. N 9000 H CCL * 900(?G':()CCL 10000 VCCL 12000V CCL 14000 H CCL 14000 H AVR
CESKY / ENGLISH / PYCCKUM 10000 V 12000 V
*
9000 B CCL 9000 V CCL AVR+CCL AVR+CCL 14000 V CCL 14000V AVR
Vykon alternatoru [kVA] 3F/1F
Electric power [kVA] / 3n. mowHocTb [KBA] 9,0 9.0 9,0 11,5 13,5 13,5
Max. zatéz 1x 230V [% P, ]/ Max Load [% P__]/ Makc. 60 60 60 60 60 60

Harpyska [% P, .
Jmenovity proud [A] 3F/1F
Current [A] / Tok [A] 13,0 13,0 13,0 16,6 19,5 19,5

o S/?\?)’/'ﬁ?]nar%igg»{gH'M‘(?‘/}ﬁg‘ngsw’r{l‘]’/ /Hz] Voltage // frequen-  530,400//50  230/400//50  230/400//50  230/400//50  230/400//50  230/400//50

S e menas amp e | TTx e craraciensties =61 61 6L G2 61 61
scﬁtgal:;:‘r:ggﬂﬁl%gﬂ/ Perynsums HanpshkeHns 3 ¥ /- ./ ER o
Edn%tig; gyygem((ﬁgll\\:g/l\\))/ Tun MoTopa H (HONDA) GX390 iGX390 i B GX690 GX690
E?s‘p,)ilgtt::avnze?]?j[?:%][(/:na;{eM [em3] 389 389 B B 688 688
M enaing power (3600 rom (K (HPY) - Mowaors (67 ()] $2(L0)  87(117) : - 165221 16502,)
I(=)ubejletrannllz?/lc:l‘(1€r’1¥: [II‘];JI/.:I 'I'%:ml;lls]m;lﬁ 6ak [11] 6,1 6,1 - B 34 34
Spotieba paliva (P = 75% Pn) orientacni [I/hod] Fuel con- 30 30 59 59
sumption (P = 75% Pn) indicative [LPH] / Pacxoa Tonnuea [ / vac] 4 ’ ’ 4
E’:%‘Ig; :YVF?E‘; %‘;ﬂ“':gg’é'},"&;ﬁéﬁﬁgfsg S ?55%2()) 400 V-TWIN 3054 V-Twin 3564 V-Twin 3864 V-Twin 3864
B e L e [cv] 420 408 479 570 627 627
D e a3 ebs o Te I RN B (n.c)] 10,1(135)  104(140)  11,9(160)  134(180)  17,2(230)  17,2(23,0)
gulget?nlg?/!)il‘(l?r‘\,: [II.|]a/d 'Il::lsnll:lllélelﬁ 6ak [n1] 6,6 6,1 15 20 34 34
oorption (6 2 72e0 b elcative [P | PR tomwia 1 o] 3,0 32 41 45 5,0 5,0
o e aprep Vv ¢ | I V¢ Vv ¢ 5 s
ncl;ils%nlg\igl(&)) [[gBB]]/ YpoBeHb LyMa [4B] 96 96 96 97 97 97
Palivo

Fuel / Tonnmso bezolovnaty benzin / unleaded petrol / HesTUNMpOBaHHbIN 6eH3nH 91+

Stuperi ochrany krytem (CSN EN 60529)

IP code / Knacc 3auml 1P23M 1P23M 1P23M IP23M 1P23M 1P23M
Nadproudova ochrana Thermal current protection 1F / [ /1 | /] [ /] [ /] wa [ /|
Tepmuyeckas 3awmra 10 [V |V (V] |V (V'] (V|
Rozméry DxSxV [mm]

Dimensions LxWxH [m] / Pasmepsi AxLLXB [MM] 800x564x577 800x564x577 800x564x680 800x564x680 900x730x650 900x730x650
Zasuvky 230V 16A/32A Sockets 230V 16A/32A 1/0 1/0 1/0 1/0 1/0 1/0
Zasuvky 400V 16A/32A Sockets 400V 16A/32A 1/0 1/0 1/0 1/0 0/1 0/1
Hmotnost - sucha [kg] 90/103 91/104 120/139 120 161 161

Weight [kg] / NMpecHocyxom Bec [kr]



GRIZZLI
®

Volitelné prislusenstvi:

indikace napéti, pocCitadlo motohodin, elektricky start, pod-
vozek, nerezovy ram, kapotaz, elektricky panel, zalohovaci
automatika, vétsi nadrz s palivomérem, katalyzator.

Optional accessories:

voltage indication, hour counter, electric start, stainless steel fra-
me, chassis, bonnet, distribution board, automatic start panel, big
tank, catalyst.

M3bupartenbHoe o6opyaoBaHue:

VHAMKALMSA HaNpsKeHUs!, CYETYMK MOTOYACOB, 311, cTapTep, pama
3 HEPXXaBEIOLLe CTanu, Laccu, KanoTMpoBaHue, ANEKTPOLLNT,
aBTOMaTuka cTapTa, 6onbLUON pe3epByap, kaTanuaaTtop.

Automaticka regulace napéti-reguluje kvalitu vystupniho
napéti, umoznuje bez nebezpedi pripojit i elektroniku
~ Automatic voltage regulation / ABTOMaTU4€CKMI KOHTPOITb HAMPSKEHUS
[1"_ Kapacitni regulace napéti
Capacitive voltage regulation / EMKOCTHOI KOHTPOMb HaMpsKeHNst

*

Elektrické startovani
Electric start / Onektpuyeckuin ctaptep

| Kompaundni regulace napéti m
3€ Comgound voltagge regulat?on / KoMnayHAHbI KOHTPOMb HanpspkeHus %\150/ Ha
e

[ Ruéni startovani NE . * pouze pro export mimo CZaSK

W TSR B o crapreo NG Her o ot onse G
16000 H 16000 H 16001 H 16001 H
. o ccL AVR ccL * AVR *
CESKY / ENGLISH / PYCCKUM 16000 V 16000 V 16001 V 16001 V 24000 V 24000 V 25000 V 27000 V
ccL AVR CCL * AVR * ccL AVR ccL ccL

Vykon alternatoru [kVA]
Electric power [kVA] / 3n. mowHocTb [KBA] 16,0 16,0 13,5 13,5 22,0 22,0 27,0 27,0
Max. zatéz 1x 230V [% P__ ]/ Max Load [% P__ ]/ Makc.
HarpyaKa [% P, . 40 40 40 40 40 40 40 40
Jmenovity proud [A]
Current [A] / Tok [A] 23,1 23,1 19,5 19,5 31,8 31,8 39,0 39,0
Jmenovité napéti // kmitocet [V/V//Hz] Voltage // fre-
quency [V/V//Hz] - Hanpsesvie //7a [B/B//Tu] 230/400//50 230/400//50 230/400//50 230/400//50 230/400//50 230/400//50 230/400//50 230/400//50
Vykonova charakteristika -tfida / Performance characteris- G3
tics - class - CTabunbHOCTb HanpsxeHus / TTX - knacc G2 G2 Gl Gl Gl G2 Gl Gl
Regulace napéti | [ | [ l |
Voltage regulation / Perynsums HanpsxeHus ¥ i 3 a 3 i ¥ 3
Motor typ H (HONDA) i ; _ _ _ _
Engine type H (HONDA) / Tun motopa H (HONDA) iGX800  iGX800  GX690  GX690
Zdvihovy objem [cm?3] _ - - -
Displacement [cm?] / Obbem [cm*] 779 779 688 688
Max. vykon motoru @3600 ot/min [kW (HP)] _ _ _ _
Max engine power @3600 rpm [kW (HP)] - MowHocTb [kBT (n.c.)] 18,6(24,9) 18,6(24,9) 16,5(22,1) 16,5(22,1)
Objem palivové nadrze [I] _ _ _ _
Fuel tank volume [I] / TonnueHbIi 6ak [11] 34 34 34 34
Spotieba paliva (P=75% Pn) orientacni [I/hod] Fuel con- 75 75 59 59 _ _ _ _
sumption (P=75% Pn) indicative [LPH]/Pacxoa Tonnvea [n / yac] ! ! 4 4
Motor typ V (VANGUARD), B (BRIGGS) oo Y o o] V-Twin V-Twin V-TWIN V-TWIN
Engine type / Tun moropa V (VANGUARD), B (BRIGGS) LTI 2 I il LI Sl VA 950 6134 61E3 61G2
Zdvihovy objem [cm?]
Displacement [cm?] / OBbew [cv] 896 896 627 627 993 993 993 993
Max. vykon motoru @3600 ot/min [kW (HP)]
Max engine power @3600 rpm [kW (HP)] - MowHoCTs [KBT (1.C.)] 20,1(27,0) 20,1(27,0) 17,2(23,0) 17,2(23,0) 26,1(35,0) 26,1(35,0) 27,6(37,0) 29,9(40,0)
Objem palivové nadrze [I]
Fuel tank volume [1] / TonnueHbii 6ak [11] 34 34 34 34 34 34 34 48
Spotieba paliva (P=75% Pn) orientacni [I/hod] Fuel con-
sumption (P=75% Pn) indicative [LPH]/Pacxoa Tonnvea [n / yac] 7,5 7,5 50 5.0 50 81 8,1 81
Startovani ‘ 0 ‘ s ; ‘
Starting / Craptep f i é f f é f f
Hluénost (A) [dB]
Noise level (A) [dB] / YpoBeHb wwyma [ab] 97 97 97 97 97 97 97 97
lg:eli‘;oTonnmao bezolovnaty benzin / unleaded petrol / HeaTnupoBaHHbI 6eH3nH 91+
Stupeii ochrany krytem (€SN EN 60529)
1P code / Knacc 3aumsi 1P23M 1P23M IP23M 1P23M 1IP23M IP23M IP23M IP23M
Nadproudova ochrana / Thermal current protection / | /] wa | /] | /] [ /] wva [ /] [ /]
TepMmuyeckast 3almTa (V] V] v (V] V] vV vV V]
Rozméry DxSxV [mm]
Dimensions LXWxH [mm] / Paamepbi ZXLLXB [M] 900x730x650 900x730x650 900x730x650 900x730x650 900x730x650 900x730x650 900x730x650 900x730x650
Zasuvky 1F: 230V 16 A / 32 A/ Plugs 1F / Posetkn 1 ¢ 1/1 1/1 1/1 1/1 1/1 1/1 1/1 1/0
Zasuvky 3F: 400V 16 A / 32 A / Plugs 3F / PoseTku 3 ¢ 0/1 0/1 0/1 0/1 0/1 0/1 0/1 0/2
Hmotnost - sucha [kg] 71 171 143 143 189 202 200 210

Weight [kg] / MpecHocyxou Bec [kr]



WELDVED

®

&

Profesionalni tfifazové elektrocentraly se svafovacimi ge-
neratory jsou uréeny pro aplikace, kde je nutné provadéni
svarecich praci bez dostupnosti elektrické energie z roz-
vodné sité.

Professional three phase welding generators are suitable
for a wide range of applications where availibility of an in-

dependent and dependable welding power is needed

MpodeccunoHanbHble cBapodHble TpéxdasHble
OGeH3oreHepaTopbl paspaboTaHbl AN NPUMEHEHUSA

®

Tam,rae TpebyoTca cBapoYHble paboThl MPU OTCYTCTBUM

3NEKTPUYECKON CETMW.

v . DC220H-REG
CESKY / ENGLISH / PYCCKUM

DC220B-REG
Vykon alternatoru [kVA] 55
Electric power [kVA] / 3n. MowHocTb [KBA] 4
Jmenovity proud 94
Current [A] / Tok [A] ’
Jmenovité napéti [V] / kmitocet [Hz] Voltage [V] / 230/400//50

frequency [Hz] - Hanpsbkenue [B] / yactoTa ['u]

Vykonova charakteristika -tfida / Performance characte- Gl
ristics - class - CTabunbHOCTb Hanpsbkenus / TTX - knacc

Regulace napéti 3{
Voltage regulation / Perynsaums HanpsbkeHus 2 X
Svareci proud [A] _
Welding current [A] / Tok cBapku [A] 40 - 220
Svarovaci proud (DZ = 60 %) 170
Welding current (DC = 60%) / CBapo4HbI Tok (DC = 60%)

Svarovaci proud (DZ = 40 %) 220
Welding current (DC = 40%) / CBapou4HbIi Tok (DC = 40%)

Svareci napéti [V] 21 = 29
Welding voltage [V] / HanpsxeHve capku [B] §
Napéti na prazdno [V] Open circuit voltage [V] / 72
HanpsbkeHne xonocToro xoaa [B]

Elektrody vsechny typy /
Electrodes / SnekTpozbl all types
Nadproudova ochrana S
Overload protection / 3awwuTa oT neperpysku v
Motor typ H (HONDA) GX390
Engine type H (HONDA) / Tun moTopa H (HONDA)

Zdvihovy objem [cm?] 389
Displacement [cm?] / O6bem [cm?]

Vykon [kW (HP)] Max engine power @3600 rpm [kW 8,2 (11,0)

(HP)] - MowwHocTb [KBT (n1.c.)]

Automaticka regulace napéti-reguluje kvalitu vystupniho napéti,
umoznuje bez nebezpedi pripojit i elektroniku

Kapacitni regulace napéti 3
Capacitive voltage regulation / EMKOCTHOIM KOHTPOMb HaNpPsiXKeHNUsi

Kompaundni regulace napéti

BEE

Automatic voltage regulation / ABTomMaT4eckuii KOHTPOIb HaMNPSXEHUSI

Compound voltage regulation / KomnayHOHbI KOHTPOIb HaMpsKeHNs

Y o DC220H-REG
CESKY / ENGLISH / PYCCKUM

DC220B-REG
Objem palivové nadrze [I] 6.1
Fuel tank volume [I] / TonnueHbIf 6ak [1] ’
Spotreba paliva (P = 75% Pn) orientacni [I/hod] Fuel con- 32
sumption (P = 75% Pn) indicative [LPH] / Pacxoa TonnuBea [n / yac] o
Motor typ B (BRIGGS) Engine type B (BRIGGS / Tun motopa XR 2100
B (BRIGGS) (25T23)
Zdvihovy objem [cm?] 420
Displacement [cm?] / 06beMm [cM?]
Vykon [kW (HP)] 10,1(13,5)
Max engine power @3600 rpm [kW (HP)] - MowHocTb [kBT (n.c.)] 4 4
Objem palivové nadrze [I] 6.6
Fuel tank volume [I] / TonnuBHbIi 6ak [11] b
Spotieba paliva (P = 75% Pn) orientacni [1/hod] Fuel con- 32
sumption (P = 75% Pn) indicative [LPH] / Pacxoa Tonnuea [ / yac] 4
Startovani 'v i
Starting / Craptep /
Hlucnost (A) [dB] %

Noise level (A) [dB] / YpoBeHb wyma [AB]
Palivo Fuel / Tonnmeo bezolovnaty benzin / unleaded petrol /
HEaTUNMpOBaHHbIN 6eHanH 91+

Stuperi ochrany krytem (CSN EN 60529)

IP code / Knacc 3awuThbl IP23M
Nadproudova ochrana [ /]
Thermal current protection 1F / Tepmuyeckas 3awmTa 10 |V
Rozméry DxSxV [mm]

Dimensions LxWxH [mm] / Pa3vepbl AXLLxB [MM] 800x564x577
Zasuvky 230V 16A/32A, Sockets 230V 16A/32A 1/0
Zasuvky 400V 16A/32A, Sockets 230V 16A/32A 1/0
Hmotnost - sucha [kg 100/114

Weight [kg] / MpecHocyxon Bec [kr]

Ruéni startovani
Manual start / Py4Hown ctaptep

Elektrické startovani
Electric start / OSnektpuyeckun craptep

ANO
Yes / a

NE
Not / Het

X< SRR S



OZNACENI A VYBAVENI ELEKTROCENTRAL

Nazev elektrocentral je tvoren:

Structure of the code:

napr.re.g.: GRIZZLI 24000 V C

O

L MNoSoJ

pinm ) = elektricky panel s jistiCi
Zakladni = electric panel with circuit
vz breakers
rada: ———
ARCTOS T
yp/Type
GRIZZLI
WELDVED
Motor/Engine:
S-IN-IUS _/ name == O = bez automatického startu
Basic line: H = Honda W tomatic start
Motor: H = V = Vanauard __ o automatic sta
Honda V — gu A = automaticky start AT207
Vanguard B = B = Briggs automatic start unit AT207
Briggs | = automaticky start COMAP (AMF)

automatic start unit COMAP (AMF)
P = automaticky start COMAP (MRS)
automatic start unit COMAP (MRS)

Regulace: C = rizeny sytié¢
AVR = Automatic Voltage Regulator — | controlled fuel choke
(AVR-regulace pomoci tranzistor{) 0 = ruéni startovani
CCL = Kapacitni/Compaudni manual start
REG = dvoijita kapacitni/Compaudni S = elektricky start
Regulation: electric start

AVR = Automatic Voltage Regulator (AVR-regulation by tranzistors)
CCL = Capacitive/Compound
REG = double capacitive/Compound —= 0 = standardni ¢erny ram
@ standard black frame
R = nerezovy ram
stainless steel frame
Z = zvySeny ram
frame with increased height (black)
B =15l N = 34l

A =20l E =48I
D = 25l F = 54|

E M = motohodiny se svételnou indikaci
napéti

Vybér z prislusenstvi na prani:

Optional items on the request:

Horni lehk4 kapotaz (stfecha) chrani elektro- Top light cover (roof) protects power generator of envi-
centralu pred nepfiznivymi podminkami. ronmental conditions

strana 10 www.alfain.eu obchod@alfain.eu



CODES AND OPTIONAL ITEMS OF POWER GENERATORS

Vybér z prislusenstvi na prani:

Optional items on the request:

Tato sada obsahuje vSe potfebné pro snadné namontovani pod- /
vozku na ram elektrocentraly. Masivni kola a madla pak usnadnu- ‘
ji rucni presun. Madla Ize objednat i samostatné. ‘

The transport kit contains everything you need for easy installation of the under-
carriage to the generator frame. Massive wheels and handles facilitate manual
transport. The handles can be ordered separately.

LyZiny, které Ize jednodusse nasadit zespodu na ram usnadnuji manipulaci
a zabezpeCuji bezpecné umisténi na paletu (zabranuji propadnuti paletou).

The Transport rails, which helps handling are designed for easy installation to the bottom
part of the frame. Also ensure safe fixing on the pallet (prevents falling of the frame into the
palette body).

Nadrz s elektronickym hlidanim paliva 34L, pfi spojeni s automatikou 207 dokaze
hlasit nizky stav paliva. K elektrocentraldm Ize objednat i nadrze bez hlidani paliva,
velikosti ( 341,201 48, 54l) dle typu elektrocentraly.

Fuel tank 34L with electronic control of fuel level, can announce low fuel level in the connection with
automatic start up unit AT207.

Servisni sady obsahuji vSe potfebné, napt.: motorovy olej, svicku,
vzduchovy filtr, predfiltr, olejovy filtr

Service kits contain all necessary items for appropriate service intervention e.g.engine oil,
spark plug, air filter. Qil filter etc.

tel.: +420 568 840 009 strana 11



Princip elektrocentral s automatickym startem

Operation of power generators with automatic start up function in principle

.'E 1. Bézna situace

Za normalni situace distributor dodava elektfinu do odbérného mista -
firmy, domacnosti apod. Elektrocentrala je zastavena.

During standard situation is the point of consumption (companies, households, etc) con-
nected and supplied from the mains. The power generator is stopped and waiting in stan-
dby mode.

2. Vypadek dodavky elektrické energie ze sité

Za této situace -elektronicky prepina¢ automatického startu bé-
hem nékolika sekund nastartuje elektrocentralu a prepoji zaloho-
vané odbérné misto na tento generdtor. Po navratu dodavky z distri-
—_— bucni sité se automaticky prepne zalohovany vyvod zpét a elektro-
centrala prestane dodavat elektrickou energii a nasledné se zastavi.
Automatika zajisti, aby se energie z elektrocentraly nedostavala zpét do
elektrorozvodné sité a nemohlo dojit napf. k Urazu elektrickym prou-
dem zaméstnance rozvodnych zavodt, ktery by pracoval na odstranéni.

Situation when blackout of the mains occurs. In this situation electronic switch (relay) of
start-up system will start power generator in a few seconds and after reaching of parame-
ters will connect point of consumption to the power generator and starts supply.

After mains will turn on, the electronic switch will disconnect supply from power generator,
stops power generator and will start supply of consumption point from the grid.

There is double protection (mechanical and electronic) of the mains against supply from
generator to avoid risk of injury of the grid service technician by electricity.

Elektrocentraly s automatickym startem MEDVED maji tu vyhodu, Ze se pfi vypadku sité stava-
jiciho elektrického rozvodu sami nastartuji a zajisti vam alternativni dodavku energie. Jsou vybave-
ny bezobsluznym elektrickym startem, ktery béhem nékolika sekund prepoji zdroj sit/elektrocentra-
la. Soustava v sobé zahrnuje také pravidelné zkuSebni starty, které systém oveéfuji a kontroluji jeho pfipravenost.
Elektrocentrala je neustale hlidana automatickou jednotkou, ktera pfi zjisténi vypadku el. energie vyhodnoti situaci a bé-
hem par sekund nastartuje a pfipoji elektrocentralu. Tato jednotka je sama o sobé velmi spolehliva a po celou dobu po-
skytuje ddlezité informace, napfiklad o napéti v siti, proudu, stavu baterie.

Power generators MEDVED equipped by automatic start-up unit, have the advantage of automatic start up of power generator in case of mains fai-
lure and will provide you with an alternative energy supply. Automatic (operation free) electrical start up unit, will ensure switching between the ma-
ins / generator in a few seconds. The unit also includes periodic function of test starts, which verify the system and check its readiness of operation.
The power generator is constantly monitored by an automatic start up unit, which in case of a power supply failure will detected situation, starts up
power generator and consequently starts supply of connection point in a few seconds.

The unit is very reliable and provides important information at all times,

for example mains voltage, current, battery status.

Velkou vyhodou nové generace fidicich jednotek je, Ze diky voli-
telnému GSM modulu umoziuji zalozni zdroj obsluhovat a sle-
dovat ddlezité informace pomoci chytrého telefonu a aplikace
prakticky odkudkoliv.

The optional GSM module enables remote control of power generator operation
and at the same time monitoring of all import information via mobile phone soft-
ware application.

Pfed pofizenim je nutné si rozmyslet, na co budete elektrocentra-
lu pouzivat. Zda vam staci jednofazova elektrocentrala (230 V), Ci
jestli k ni budete pfipojovat tfifazové okruhy (400 V).

Before purchasing of power generator, it is necessary to evaluate, which appliances
and devices (single phase or three phase) will be feed by power generator. Accor-
ding to result of evaluation, will be choose type of power generator (single phase
230V or three phase 400V).




AUTOMATICKY START AT207

AUTOMATIC START UP UNIT AT207

e automaticky i manualni rezim e automatic and manual mode

o profylaktické starty o prophylactic starts

o sledovani elektrické sité e monitoring of mains status

e LCD display e LCD display

e nocni rezim o night mode

e vicejazyCné ovladani e multilanguages control - settings
e jednoducha instalace o easy installation

AUTOMATICKY START iGEN

AUTOMATIC START UP UNIT IGEN

stejné funkce jako AT 207
soucasti je GSM modul a WiFi
dotykovy barevny 7* display
pohybové Cidlo

kryti IP 54

e  same function as the unit AT 207
e GSM module and WIFI is included
e colour touch screen 7°

. motion sensor

e  IP 54 protection

AUTOMATICKY START PDM1

AUTOMATIC START UP UNIT PDM1

e automaticky i manualni rezim

* nizka spotifeba energie

» ovladani externim signalem (napft. tlakové ¢&idlo, hladinovy
spinag, apod.)

* nehlida sit, systém zapni vypni

automatic and manual mode

low consumption

controlled by external signal (eg. pressure sensor, water level sensor, etc.)
excl. monitoring of grid, START / STOP system

Podivejte se na video, které Vam predstavi nase automatické starty:
See video for presentation of start up units functions:




M-WATT

Elektrocentrala pro zemédeélské vyuziti, pro stavebnictvi a veskeré aplikace, kde potre-
bujete dodavky elektrické energie nezavisle na distribu¢ni siti a je k dispozici mechani-
zace se standardizovanym kardanovym spojeni (traktor, ostatni mechanizace).

P.T.O. power generators for use in agriculture, civil engineering and all other applicati-
ons where an independent electric power supply is needed and where a mechanization
with standard P.T.O. is available (tractors, dozers and others).

l'eHepaTop Ans NpYMeHEHUs B CEMbCKOM XO35IMCTBE, B CTPOUTENBLCTBE U TaM rae,
TpebyeTcs 3N1eKpo3IHEPTUS NMPU OTCYTCTBUM SNEKTPUYECKON CETH, 34ECh HAXOANUTCS
MeXaHW3aLms C KapAaHOBOW CBSI3bO (TPaKTop, Apyrasi MexaHu3aums).

Min. vykon | Dopor. otaé- Zasuvky 1F: | Zasuvky 3F:
Elektricky vy- Regulace na- traktoru na ky PTO v neza- Min. otac- 230V16A/ 400V 32A/ Hmotnost - Jmenovity
kon 3F [kVA] péti vyvodu PTO tizeném stavu ky kardanu 32A 63A/125A sucha [kg] proud [A]
[KW(HP)] [ot/min] [min-1] 9
Electric power  Voltage regu- Min. dri-  Recommended Min. P.T.O. ro-  Plugs F: 230 V Plugs 3F: 400V Weight [kg] Rated cur-
[kVA] lation ving power P.T.O. rotations tations [min-1] 16 A/32A 32A/63A/ 9 9 rent [A]
KW(HP)] [min-1] 125A
M-Watt - tfifazovy alternator, 3000 ot./min.
M-WATT 270-CCL-3000 Linz 27 3E 25(33) 435 403 1/0 1/0/0 186 36,1
M-Watt - tFifazovy alternator, 1500 ot./min.
M-WATT 250-AVR-1500 Linz 25 AR 23(31) 435 403 1/0 1/0/0 255 36,1
M-WATT 350-AVR-1500 Linz 35 AR 32(43) 435 403 0/1 0/1/0 242 50,5
M-WATT 420-AVR-1500 Linz 42 AR 38(50) 435 403 0/1 0/1/0 310 60,6
M-WATT 500-AVR-1500 Linz 50 AR 45(60) 435 403 1/1 0/0/1 360 72,2
M-WATT 600-AVR-1500 Linz 60 AR 54(72) 435 403 1/1 0/0/1 377 86,6
M-WATT 850-AVR-1500 Linz 85 AR 75(101) 435 403 1/1 0/0/1 480 122,6

Kompaundni regulace napéti
Compound voltage regulation / KomnayHOHbIA KOHTPOIb HaMpPsKeHNs

Automaticka regulace napéti-reguluje kvalitu vystupniho napéti,
umoziuje bez nebezpedi pripojit i elektroniku
Automatic voltage regulation / ABToMaTnyeckuii KOHTPOINb HaNPsHKEHNS



JEDNOFAZOVE INVERTOROVE ELEKTROCENTRALY

P2400 PowerSmart
P4500 PowerSmart
Q6500 QuietPower

P2400 PowerSmart

Q Profesionalni elektrocentrala pro aplikace v naro€nych provozech, ve vystavbé, havarijnim, nouzo-

vém, krizovém a obdobném nasazeni. Vyhodou je nizka hlu¢nost a hmotnost. Technologie POWER-
SMART a QuietPower sleduje pozadovany vykon, Setfi palivo a snizuje vyfukové emise. Soucasti je
12V zasuvka, 2xUSB port, hlidani CO. Vyrobcem invertorovych elektrocentral je Briggs & Stratton.
Upravu dle CSN ISO 8528 provadi ALFA IN a.s. a je pfipravena pro pouziti v CR.

£ Professional single phase power generator designed for applications in difficult operation conditi-

%!y ons, civil engineering, emergency and other cases. The advantage is low noise and weight. PowerS-
mart and QuietPower technology monitors the required performance, saves fuel and reduces exhaust
emissions. Part of the power generator are 12V socket, 2xUSB port, CO monitoring. The producer of
inverter power generators is Briggs & Stratton. Adjustment according to CSN ISO 8528 is performed
by ALFA IN a.s. and is ready for use in the Czech Republic.

Q6500 QuietPower

Chlazeni vzduchem ANO
Air cooling Yes
Ruéni startovani NE
Manual start X Not
Elektrické startovani

Electric start

NEe

CESKY / ENGLISH Jedn. / Units. P2400 PowerSmart P4500 PowerSmart Q6500 QuietPower
Jmenovity vykon alternatoru / Rated power of alternator kVA 1,8 3,7 5,0
Max. vykon alternatoru / Max. power of alternator KVA 2,4 4,5 6,5
Napéti / kmitocet / Voltage / frequency V/Hz 230/ 50 230/ 50 230/ 50
Regulace napéti / Voltage regulation invertorova invertorova invertorova
Zdvihovy objem / Displacement cm? 79 ccm 224 306
Znacka motoru / Engine brand Briggs a Stratton Briggs a Stratton Briggs a Stratton
Chlazeni / Cooling E @ E
Startovani / Starting m m m [5\\ m
Doba provozu pfi 25% zatiZeni / Operating time at 25% hod/hrs 8 16 14
Objem palivové nadrze / Fuel tank volume | 3,8 13 19
Vyska / Height mm 440 520 530
Sitka / Width mm 310 440 530
Délka / Length mm 510 620 640
Hluénost ( LWA ) / Noise level ( LWAd ) dB (A) 58 61 66
Hmotnost - sucha / Weight kg 22,7 52,1 58
Zasuvky 230V/16A / Sockets USB 2 2 2
Zasuvky USB / Sockets USB 2 2 2
Zasuvka 12V/5A / Socket 12V/5A 1 1 1
Tepelna ochrana / Circuit breaker / J
Aut. Vypnuti pfi nedostatku oleje / Aut. Shutdown when oil is low
Ukazatel stavu paliva / Fuel gauge

tel.: +420 568 840 009
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Spole¢nost MEDVED CZ byla zaloZzena v roce 2004. V roce 2010 byla znacka a vyrobni program prodan vyrobci svarovaci techniky
G ALFA IN a.s. Spolec¢nost se specializuje na vyvoj a vyrobu motorovych generatorovych strojl jak pro bézné, tak havarijni a krizové na-

sazeni. Produkéni linie obsahuje celou typovou a vykonovou $kalu, ktera je schopna postihnout vétsinu pozadavkl zakaznikd v oblasti
poloprofesionalniho a pIné profesionalniho vyuziti v naro€nych klimatickych a provoznich podminkach. Veskeré stroje jsou sestavovany z vyso-
ce kvalitnich soucasti od provérenych dodavatelt — jsou vyuzivany $pickové motory HONDA, VANGUARD, BRIGGS a alternatory LINZ. Vyro-
ba probiha pod certifikovanym systémem Fizeni jakosti dle ISO 9001. Dilenské zpracovani, Fizeni vyroby, zaruéni a pozaruéni servis a komplex-
ni podpora zakaznikl jsou hlavni prioritou spole¢nosti.

ne maker ALFA IN in year 2010. Firm has been specializing in development and production of power generators for standard and emer-

gency use. The product line includes complete type and power range, which meets most of the requirements for semiprofessional and
fully professional usage in difficult climatic and operating conditions. All MEDVED generators are made from high-quality components HONDA,
VANGUARD, BRIGGS engines, LINZ alternators. The production is certified according to the ISO 9001. Production control, high quality warran-
ty and after-sales service as well as customer support are our main priority.

MEDVED CZ Itd was founded in 2004. The trade mark MEDVED and the product range of MEDVED was taken over by welding machi-
M R4

nporpammy upme ALFA IN, koTopasi BbinyckaeT cBapoyHble annapatbl. CrneuuanuavpyeTcs Ha Npou3BOACTBO MOTOPOBBIX,
AMEKTPUYECKUNX N MEXAHUYECKMUX MALLWH AN NPUMEHEHNS B 0ObIYHbBIX, aBapUMHBIX M KPUSUCHBIX CUTyaumsiX. [pon3BoacTBeHHas NMHUS
coAepXauT LUMPOKWIA CNEeKTP TUMOB, KOTOPbIN MormnoLaeT 6osbLioe KonuyectTso TpeboBaHWi KNMEeHTOB B 06nacTy NonynpodeccMoHanbHoro u
NpodeCcCcrMOHanNbHOrO NCMOMNb30BAHNSA B TSHXKENbIX KNMMATUYECKMNX M NPON3BOACTBEHHbIX YCIIOBUSX. BCe MaLLMHBI COCTOAT M3 BbICOKOKAYECTBEHHbIX
Aetanen oT NPOBEPEHHbIX MOCTaBLUMKOB- UCMONb3ytoTcs MoTopbl Bbiclwero ypoBHs HONDA, VANGUARD, BRIGGS u reHepatopbl LINZ.
[Mpon3BoaCTBO NPOUCXOAMT NOA CTPOrow cuctemon ynpaenerus Ha 6aze EN ISO 9001:2001. ObpaboTka, BeaeHve NponM3BOACTBa , FapaHTUHOE
1 nocnerapaHTuiiHoe obcnyxmBaHue 1 KOMMMEKCHas NnoaaepXKka KIMEeHTOB SIBNSETCS rMaBHbIM NPUOPUTETOM HaLLe KOMNaHUW.

G O6wectso MEDVED CZ 6bino ocHosaHo B 2004 rogy. B 2010 rogy doupma MEDVED npogana mapky u CBOK MpPOW3BOACTBEHHYIO

Vas prodejce/Your dealer:

ALFAIN a.s.
C.p. 74, 675 21 Nova Ves u Trebice
Czech Republic

www.alfain.eu, obchod@alfain.eu
tel.: +420 568 840 009

GPS: 49°15'10.305"N, 15°47°20.698“E



